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CLASSIFICATION REPORT NR. 295257/3419FR 
 
Place and date of issue: Bellaria‐Igea Marina – Italia, 11/06/2012 
 
Customer: LAFARGE GESSI S.p.A. – Via Giovanni Gioacchino Winckelmann, 2 
            ‐ 20146 MILANO (MI) – Italia 
 
Specimen name: Partition D105/75+LR 

 
 

Introduction. 
 
This resistance to fire classification report defines the classification assigned 
to  the non bearing element named “Partition D105/75+LR”  in conformity 
with  the  procedures  given  in UNI  EN  13501‐2:2009  of  26/11/2009  “Fire 
classification  of  construction  products  and  building  elements  ‐  Part  2: 
Classification using data from resistance to fire tests, excluding ventilation 
systems”. 

 
Specimen details. 
 
Type of function. 
 
The vertical non‐load‐bearing element named “Partition D105/75+LR”  is a 
non‐load‐bearing wall. 
 
It  has  the  function  of  resisting  fire  with  reference  to  the  performance 
characteristics stated in paragraph 5 of the standard UNI EN 13501‐2:2009. 
 
 
 
 
 
 

  Comp PB 
Revis. 

This classification report consists of 6 pages and can be 
reproduced and/or published only in full.
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Description. 
 
The  vertical  non‐load‐bearing  element  named  “Partition  D105/75+LR”  consists  of  a  non‐load‐
bearing wall formed by a partition wall, nominal thickness 105 mm, composed of a  load‐bearing 
metal  frame  in  galvanised  steel,  nominal  depth  75 mm,  coated  on  both  faces with  a  layer  of 
plasterboards  type  “D,  F”  according  to UNI  EN  520:2009 named  “PREGYFLAM BA  15”, nominal 
thickness 15 mm, and internally insulated with a layer of rock wool mats, nominal thickness 50 mm 
and nominal density 60 kg/m3. 
 
Test report and test results supporting this classification report. 
 
This classification report is supported by the following test report. 
 
Testing Lab  Istituto Giordano S.p.A. 
Lab address  Via Verga, 6 – 47043 Gatteo (FC) ‐ Italia 
Authorization code  RN01FR07B1 
Client  LAFARGE GESSI S.p.A. – Via Giovanni Gioacchino Winckelmann, 2 – 20146 

MILANO (MI) ‐ Italia 
Test report  Nr. 295257/3419FR of 11/06/2012 
Test date  20/04/2012 

 
Exposure condition. 
 
Temperature/time curve  Standard (the heating conditions and the furnace environment 

comply with the statements of UNI EN 1363‐1:2001 of 31/07/2001 
“Resistance to fire tests ‐ General requirements”, paragraphs  5.1.1, 
5.1.2 and 5.2.1) 

Exposure direction  One of the two faces is exposed to fire* (test of 20/04/2012) 
Number of exposed surfaces  1 
Support conditions  No supporting constructions 

(*) The specimen is symmetrical. 
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Test results. 
 
Fire integrity. 
 

 
 

Test of 20/04/2012 
with one of the two faces exposed to fire 

Cotton pad ignition  No ignition 
Persistent flame presence  101 min 
6 mm diameter caliber penetration  No passage 
25 mm diameter caliber penetration  No passage 
 
 
Insulation. 

  Test of 20/04/2012 
with one of the two faces exposed to fire 

Average temperature increase on the non 
exposed face greater than 140 °C 

101 min* 

Maximum temperature increase on the non 
exposed face greater than 180 °C 

101 min* 

(*) In conjunction with loss of integrity according to paragraph 11.4.2 “Insulation with regard to integrity” of the 
standard UNI EN 1363‐1:2001 of 31/07/2001 “Resistance tofire tests – General requirements”. 
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Classification and field of direct application. 
 
Classification reference. 
 
This classification has been carried out according to the paragraph 7.5.2 of the standard UNI EN 
13501‐2:2009. 
 
Classification. 
 
The non‐load‐bearing vertical element named “Partition D105/75+LR” is classified in conformity 
with the following combinations of performance requirements and classes. 
 
No other classification is admissible. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

EI 90   (NINETY) 
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Field of direct application. 
 
The non bearing vertical element named “Partition D105/75+LR” has the following field of direct 
application in conformity with the standard UNI EN 1364‐1:2002. 
 

Type of variation  Reference paragraph 
of the standard  

UNI EN 1364‐1:2002 

Possibility of 
variation 

Height decrease  13.1 a)  Allowed 
Wall thickness increase  13.1 b)  Allowed 
Component materials thickness increase  13.1 c)  Allowed 
Decrease of the linear dimensions of the boards 
or of the panels, but not of the thickness 

13.1 d)  Allowed 

Decrease of the gap between the studs  13.1 e)  Allowed 
Decrease of the distance between the constraints  13.1 f)  Allowed 

Increase of number of the horizontal joints in case 
of tests carried out with only one joint at a distance 
not greater than 500 mm from the upper edge 

13.1 g)  Allowed 

Use of equipment and accessories applied  to  the 
surface  in  case  of  test  carried  out  as  shown  in 
picture 10, with equipment  and  accessories  at  a 
distance not greater than 500 mm from the upper 
edge 

13.1 h)  Not allowed 

Horizontal and/or vertical joints, of the tested 
type 

13.1 i)  Allowed 

Width increase  13.2  Allowed 
Height increase up to 4 m  13.3  Allowed 
Standardised support constructions   13.4.1  Not applicable  
Non‐standardised support constructions  13.4.2  Not applicable 
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Regulations for the modification of support constructions. 
 
Not applicable. 
 
 
Limitations. 
 
Restrictions. 
 
There are no restrictions to the term of validity of this classification report. 
 
Warning. 
 
This report does not constitute any type approval or product certification. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


